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Revision history

1 2020/09/04 1.00 Initial release

® Newly added function

2 2020/10/13 1.10 ® Specification change
® Problems corrected
® Newly added function

3 2020/11/30 1.20
® Specification change
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1. About this Release Version

1.1 General

This release version is 1.20.

Target model: SRG-XB25

1.2 Software version upgrade method

Please upgrade firmware with following step.

1.

o o A N

Start a web browser on your PC and enter the IP address of the camera in the address
bar.

Enter administrator name and password, and display Administrator menu.

Select [Initialize] tab in [System] menu.

Click [Choose file] button of [Firmware upgrade] to select the firmware update file.
[Start update?] dialog box will pop—up, then click [OK] button in it.

Upgrade process will be done, and the camera will start again with new firmware.

It takes approximately 10 minutes to upgrade the firmware.

An error may be displayed on the web browser when you access camera while the
upgrading is in progress.

After upgrading, clear your cache of browser before access again. Otherwise, administrator

menu may not be displayed correctly.



2. Additional Function

2.1. Functions added in Ver. 1.20

® Interlace output format in HDMI function is supported.
*1920x1080/59.94i
+1920x1080/50i

® Referer check function is supported.

® Brute force attack protection function is supported.

3. Specification Change

3.1.  Specifications changed in Ver. 1.20

® Regarding Exposure setting, Iris, Gain and Shutter speed value are taken over when Full
auto/Shutter priority/Iris priority mode is changed to Manual mode.

® Regarding White balance setting, R gain and B gain value are taken over when
Auto1/Auto2/Indoor/Outdoor/One push WB/Sodium lamp mode is changed to Manual mode.

® The security has been enhanced.



